
K750N3 Series
K757N3 ｜K758N3｜K759N3



Ultimate Flexibility Tailored 

to Your Needs

No matter your workspace or use case, the 
K750N3 Panel PC series ensures you have the 
perfect display solution to boost productivity 
and efficiency.

15.6” K757N3

18.5” K758N3

21.5” K759N3
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K750N3 features the latest Intel® Alder Lake-N and Meteor Lake 
platforms, delivering superior performance and efficiency. With 
seamless compatibility across Windows, Linux, and Android 13, it 
ensures flexibility and reliability for all your operational needs.

G35 Motherboard G75U Motherboard

Intel® Alder Lake-N 
N97, i3-N305

Intel® Meteor Lake
Core Ultra 5 125U
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Experience unparalleled performance with the N97 and i3-N305 processors, exclusively featured on the Alder Lake-N 
platform in our K750N3 series. These processors provide a significant boost in performance while maintaining affordability.

 Superior speed and efficiency

 Enhanced responsiveness, for 
seamless multitasking and 
workflows

Why Choose Alder Lake-N 
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Intel’s 14th-gen Meteor Lake processors are here! Bringing improved 
graphics performance, AI capabilities and high core counts to the new 
K750N3 Panel PC series.  

The Future of Computing 

with Intel
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Seamlessly integrated at the rear is a detachable PC module, enabling easy transformation into a Box PC 
and empowering effortless replacement and sustainable reuse practices

Unlock Innovation with Modular Design

Easy Change!

Easy Reuse!
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Capture every detail in stunning clarity with our 5 Megapixel Camera option. Elevate your visual experience and 
bring precision and clarity to your applications. 
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Our service door design offers quick access to the SSD, 
ensuring effortless repairs and maintenance. Experience 
unparalleled convenience and efficiency in keeping your 
system running smoothly.
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Enjoy seamless wireless connectivity with our Wi-Fi option, equipped with a WLAN card and external antenna for 
enhanced performance. Meet all your wireless application needs effortlessly with our advanced wireless solution.

Enhanced Wireless Connectivity
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Choose from our two color options: 
Standard and medical application. Whether you're 
looking for a sleek aesthetic or specialized functionality, 
we've got you covered with the color choices. 
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The 4-side peripheral mounting option allows you to 
effortlessly integrate the MSR peripheral wherever it 
suits your workflow best. Whether for retail or 
hospitality applications, customize your setup with 
ease and efficiency.
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Designed with 75x75 and 100x100 VESA mounts, 
offering versatile installation options to fit your 
workspace perfectly. 

Versatile Mounting Solutions

PRIVATE & CONFIDENTIAL ©  FLYTECH TECHNOLOGY CO. LTD. 2024



Experience reliability with the K750N3 Panel PC series designed to support operating temperatures from 0°C to 40°C, 
ensuring optimal performance in challenging environmental conditions.
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Building upon the success of the previous K750 series, our newest model introduces a sleeker design, 
compact dimensions, and reduced weight, enhancing portability and ease of installation. 

*The comparison of weight is based on the K759 and K759N3

*The comparison of dimensions is based on the K759 and K759N3.
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Engineered for reliability and precision, the K750N3 is ideal for various medical applications. Its sleek, 
space-saving design allows for easy integration into diverse medical equipment and environments.

Rehabilitation
Equipment

Ophthalmic Surgery 
Equipment

Bedside Terminal 
(Patient Wards) Medical Cart
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Ideal for a wide range of applications, including manufacturing, automation, 
medical, retail, and hospitality. Experience unparalleled adaptability across 
diverse industries with our innovative K750N3 Panel PC series. 

Retail

Interactive Display
Price Checker

Hospitality

Kitchen Display System

Medical

Bedside Terminal
Medical Cart
Diagnostic System

Manufacturing

HMI Panel PC
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DC
Jack

USB-C

2x USB 2.0
[G35]

2x USB 3.0

FeDPFeDP

2x USB 3.0
[G75U]

2x USB 2.0

LAN COM
(RJ48)

2x COM
(RJ48)

Cash
Drawer

Power
Button

2x 12V PUSB + 1x 24V PUSB

2nd LAN + Wide Range 12-48V

Isolation for DB9 and 2nd LAN 

POE (50W, using the default LAN port)

Expansion Board Options
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System

Model K750N3 Series

Motherboard G35 G75U

Processor Intel® Alder Lake-N N97,  i3-N305 Intel® Meteor Lake Core Ultra 5 125U

Memory 4G/8G (DDR4) 4G/8G (DDR5)

Storage 128G/256G SSD (M.2)

Display
Size and Resolution K757N3: 15.6" 1920 x 1080 / K758N3: 18.5“ 1366 x 768 / K759N3: 21.5“ 1920 x 1080 

Touch Screen True-Flat PCAP multi-touch

I/O Ports

USB Type-A 2x USB3.0, 4x USB2.0 4x USB3.0, 2x USB2.0
USB Type-C 1x USB3.0 full-functioned (DP/PD 5V/3A, 12V/3A) 

FeDP 2x Flytech proprietary miniDP (1 for the main display, 1 for the 2nd display)
Serial Port 3x RJ48 (standard RS232) (default 0V; 5V,12V)

LAN 1x RJ45
Cash Drawer 1x RJ11

DC Jack 1x 4PIN (with latch)
Power Button 1

Expansion I/O Ports
(Option)

Powered USB 2x 12V PUSB, 1x 24V PUSB
Secondary LAN 1x RJ45

Isolation 1x DB9, 1x RJ45

Audio Speaker 1x 3W

Power
Power Adapter 65W/19V (120W/19V with PUSB12V & 24V) 120W/19V

Wide Range Power Input 12V-48V (Option)

POE POE switch must meet 802.3bt Type 3

Communication WLAN+BT Wi-Fi 6 + BT 5.2 (Option)

Peripheral (Option)
Camera 5MP Camera 

MSR 3-Track MSR (USB)

Certificate EMC & Safety FCC Class A, CE Mark Class A, LVD FCC Class B, CE Mark Class B, LVD

Environment

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F)

Storage Temperature -20°C ~ 60°C (-4°F ~ 140°F)

Humidity 20% ~ 85% RH non-condensing

Dust & Water Proof Front IP65

Dimensions W x D x H K757N3: 388 x 249 x 47 mm / K758N3: 454 x 287 x 47 mm / K759N3: 521 x 325 x 47 mm 

Weight Weight K757N3: 3.5 kg / K758N3: 5 kg / K759N3: 6 kg

OS Supported Windows 10 IoT Enterprise, Linux, Android 13.0

※ Product specifications and data are subject to change without notice.
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